
 

   

   

   

   

   

   

      

1

m FE 114a 0693 =
Anziehdrehmomente

chte bei VOLKSWAGEN AG - SEAT S.A. - SKODA automobilova a.s. - AUDI AG.

To the extent that no third party is entitled to assert prior rights by statute or by contract, all rights to the
content of this document remain with VOLKSWAGEN AG - SEAT S.A. - SKODA automobilova a.s - AUDI AG.
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Genehmigung von Erstlieferung und Aenderung nach VW 011 55.
Approval for initial supply and modifications according to VW 011 55.
The English translation is believed to be accurate. In case of discrepancies the German version shall govern.

Bemerkungen / Notes

Aenderung / Revision Record
Gepr.

Checked
Datum
Date

Nr.
No.

Frei-
gabe
Rel.

Geneh-
migt
Appr. SZ

PDM A3

EA-Nr. / Eng. Proj. No.

System-Schluessel / Code

Benennung

Title

Sicherheits-Dok.
Safety-Doc.

Gez./Drawn

Ges./Appr.

Gepr./Checked

S-gepr./Safety

W-gepr./Material

N. gepr./Standards

Blatt / Sheet Format
D. Size

fuhrmam
Typewritten Text

fuhrmam
Typewritten Text
Dismounting

fuhrmam
Typewritten Text
Mounting

fuhrmam
Typewritten Text
Wedge

fuhrmam
Typewritten Text
**

fuhrmam
Typewritten Text
2

fuhrmam
Typewritten Text
Towing Eyelet **

fuhrmam
Typewritten Text
Textile tool bag

fuhrmam
Typewritten Text
Release hook**

fuhrmam
Typewritten Text
Wheel wrench **

fuhrmam
Typewritten Text
Wrench**

fuhrmam
Typewritten Text
Extension

fuhrmam
Typewritten Text
Pin **

fuhrmam
Typewritten Text
Car Jack

fuhrmam
Typewritten Text
Adapter security bolts **

fuhrmam
Typewritten Text
Screw driver**

fuhrmam
Typewritten Text
Crank Arm

fuhrmam
Typewritten Text
Removal dust caps***

fuhrmam
Typewritten Text
Instructions:1. Release straps    1 and 2.2. Remove tool box A.3. Remove tools from    tool box and place in bag. 4. Install tool bag instead of tool box and secure tightly with existing straps.

fuhrmam
Typewritten Text
** Remove these tools from tool box

daviss
Typewritten Text

daviss
Typewritten Text
A.




