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GENUINE ACCESSORIES

INSTALLATION INSTRUCTIONS

PART NUMBER:
CARGO NET

APPLICABLE MODELS:

2006 > MAZDA5

PACKAGE CONTENTS TOOLS REQUIRED

®
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1. Open lift gate.

2. Locate the 4 D-rings inside the rear storage area. (Fig. 1)

3. When the net is in the envelope position, attach the lower left side hook of the net to the Driver’s

     side D-ring at the rear of the storage area. (Fig. 2) Repeat for the Passenger side of the vehicle.

Installing Net - Envelope Position1

Fig. 1 Fig. 2

Cargo Net

Installation Instructions
None
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4.  Attach both hooks at the ends on the left side of the net to the Driver’s side D-ring

     on the rear seat. (Fig. 3) Repeat for the Passenger side of the vehicle.

5. Confirm the completed assembly. (Fig. 4)

Fig. 3 Fig. 4
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Fig. 5 Fig. 6
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Installing Net - Envelope Position (Cont.)

Installing Net - Floor Position

1.  Open rear lift gate, fold down 3rd row seat.

2.  Locate the 4 D-rings inside the rear storage area. (Fig. 5)

3.  Open the net so it is completely flat. Attach the hook at one end

      of the net to the Driver’s side D-ring at the rear of the vehicle. (Fig. 6)

      Repeat for the Passenger side of the vehicle.
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4. Attach the hook at the other end of the net to the Driver’s side D-ring on the rear

    seat (Fig. 7). Repeat for the Passenger side of the vehicle.

5. When net is located in the floor position, the center hooks located on the sides

     of the net do not attach to the vehicle.

6. Confirm completed assembly (Fig. 8).

Fig. 7 Fig. 8
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Installing Net - Floor Position (Cont.)


